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Chapter 1 Installation

1.1 System Hardware Requirements

Before installing the application software, makeaesyour system has the following
recommended minimum hardware requirements. Thisvaod was made exclusively for
Intellisystem Technologies Video Servers and Nekw@ameras products other products
brand are not supported.

1.1.1 Recommended minimum system hardware
requirements

The system requirement recommended for this agpités as follows.

Os: MS Windows 2000/XP
CPU: Intel 2.0 GHz Pentium IV or above and AMD Athlor above
SDRAM: 512MB SDRAM or above for 16 channels
256 MB SDRAM for 9 channels
Hard disk: 40 GB
Display Chip: | nVidia, GeForce series with 32 MB jalessy memory
AT|l Radeon series with 32 MB Display memory

Table 1-1 Recommended System Hardware Requirements

The following notes should help you with the propestallation of the software on to the
recommended hardware system.

This application software only supports Intel PemtilV series or above and AMD Athlon or
above CPUs.

It is also recommended to run this application vgafe on Win2000 OS to avoid any
functional limitation.

Make sure all Power Management and Screen Savetidas are turned off to avoid system
hang-ups.
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1.1.2 Suggestions

The following suggestions will help you to run aaftware faster and smooth. All suggestions
are optional.

1. Maximum supported hard disk space

200GB is the maximum tested supported hard diskesgzerformance are not guaranteed if
the recording hard disk space is greater than 200GB

2. In Window XP system, close system restore

In Window XP, system restore will help you to backthe previous restore point that
recorded a snapshot of your computer. But wheresysestore is turned on, the disk 1/0O
would be much worse. This means the recording ofamplication would be affected

dramatically. So we recommend turning off the gysteestore for the application’s

recording disk. You can disable system restoreyste®n Properties page (Start \ Control
Panel \ System \ System Restore).
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Figure 1-1 System Restore

As shown in Fig. 1-1, you can disable system resbbmll disk or specified disk.

3. Exclude file protection for specified files in Aktrus

The following table 1-2 represents the specifitgkfthat should be excluded in AntiVirus to
accelerate our application.

Suggest to Exclude:
DBS, DES, DIA, DSK, DSS, HGD, WAP, BCK

Table 1-2 Specified Files to Exclude
There are two ways to exclude file protection lodze files from AntiVirus:
Method One:

Find “Option \ Auto-Protect \ Scan files using StBaan \ Customize” and ensure above
files don't exist on the list. The following Fig-2.shows the location of the list.
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Figure 1-2 The File List in AntiVirus

Method Two:
Find “Option \ Auto-Protect \ Exclusions” and ensail above specified files are added on
the list. The following Fig. 1-3 shows the list.
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Figure 1-3 Auto-Protect Exclusion List

4. Exclude file protection for specified files in P@la

As shown in Fig. 1-4, find “Settings \ Real-timand Selected files \ Select File Types” and
ensure the files described in table 1-1 do nottéxithe list.

Figure 1-4 The File List in PC-cillin
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NOTE: If the above settings cannot help you to owpr performance, try to use disk
defragmentefrStart \ All Programs \ Accessories \ System Tobdl®isk Defragmenter”to
reconfigure your hard disk may help your computererefficient.

1.2 Software Installation

The following are steps for the software instadiati

STEP 1: Put the Installation disk into the CD-ROM drivendainstallation should start
automatically. If installation does not start, klion “Start” on the lower left corner of your
screen and open “My Computer” and double click bea €D-ROM icon. Select the DVR
Software link on the main page. The DVR Softwareddw will appear as Fig. 1-5 below.

Figure 1-5 Smart VS-IP Recorder Installation Window

STEP 2: Click on “Install Software DVR” to launch the iadliation shield. The InstallShield
Wizard will come on and Fig. 1-6 will appear.
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Figure 1-6 Welcome page for the Smart VS-IP Reaorde

STEP 3: If you click on “Next” and Fig. 1-7 appears, it ares you have installed a previous
version of the recording software (the previoussiar may be the video-only version, which
means it would not get the audio stream from ssjvéfryou want to keep the previous version,
choose the second option. If you are new to therSv& P recorder software, this window will
not appear; skip on over to Step 4.

Figure 1-7 Video only version detected

STEP 4:Click on “Next” and the “User information” windowilivappear as in Fig. 1-8. This
window prompts you to enter a username, companyen@iick on “Next” to continue.
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Figure 1-8 User information for Smart VS-IP Recarde

STEP 5: Set up the administrator’s password by enteripgssword and confirm the password
as shown in Fig. 1-9. Click on “Next” to continue.

Figure 1-9 Confirm Password

STEP 6: Select the installation directory for this applioa software and click on “Next”, as
shown in Fig. 1-10. You can also change the iretial directory from the Default directory by
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clicking on “Browse...”

Figure 1-10 Destination Location for Installation

STEP 7:Select a program folder to install the applicasoftware into and then click on “Next”,
as shown in Fig. 1-11.

Figure 1-11 Select Program Folder

STEP 8: After checking all the set up information showrfAg. 1-12, click on “Next” to start
file movement and registries update.
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Figure 1-12 Check Setup Information

STEP 9: Click on “Finish”, as shown in Fig. 1-13, to finishstallation. This completes the
program installation.

Figure 1-13 Finish the Installation
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1.3 First Start up

After installation, one of the IE settings needdéchanged before you can start running the
Monitor program. Enable the mechanism for subngttimon-encrypted data in the path
“Start->Settings->control Panel->Internet Optiorfseeurity->Custom Level \Setting:”. You
can also find the path from the IE browser, as d@eapicted in the following. You can follow the
instructions to complete this setting, as showhigure 1-1.

Figure 1-1 Enable Submitting Non-encrypted FormaDat

Upon completion of the settings, you can start tovoke the Monitor program.
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Chapter 2 Launcher

Launcher is a controller program that allows stgrthe recording procedure before the user
logs in and the program will run as a service pdoce after Window starts up automatically.
LauncherUl is the program that provides a uer faterto allow the user to invoke Monitor or
Playback quickly. In the following we refer to Laaler for both Launcher and LauncherUI.

2.1 Security for Launcher

Starting Launcher does not require passing thenaseg/password check. Once invoked,
Launcher can run automatically. However, if therudeks on the Launcher icon in the
system tray, the program will pop up a usernameipasi dialog. This happens if this is a
first time menu pop up, or when LauncherUl was &mtklf the user fails to pass the
authentication check, no menu will appear.

There are three kinds of group: root, power usdrgameral user. After passing identification
and authentication, functions will be enabled adiay to the login user’s group. For more
detail about user’s group, please refer to se@i@nUser Inferface. The user can lock the
Launcher as a security measure. When the LaunsHecked, it turns back to the Start-up
state. The user needs to pass identification atiebatication again to get to the popup menu.

ATTENTION: Only the login user or users of root gpocan unlock the program when the
program is locked. Refer to section 2.2 to obtaorerdetail about the privilege of user’s

group.

Below there is login window:
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Figure 2-1Login Dialog
When the Launcher is locked, the unlock windowsi$adlows:

Figure 2-2 Unlock Dialog
The input area of the dialog will be grayed (digablfor 60 seconds after three failure
attempts.

2.2 User Interface

This is the user interface for Launcher:
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Figure 2-3 Popup Menu

The main user interface for Launcher is an icontlmn system tray. The popup menu is
displayed by clicking on the right or left buttoas the mouse. The menu items are listed
below:

1. Lock Launcher — When this item is selected, LauneVik enter Lock mode. In Lock
mode, whenever the user wants to invoke the mediglag asking for username and
password appears. The interface for this dialapigred in the previous section.

2. Tools — This contains utilities; currently only clgg password and user management are
implemented.
I.  Change password:
The tool can be used to change the password dbgiheuser. Below is the change
password screen:

Figure 2-4 Change Password Dialog

lI.  User management:
Fig. 2-5 shows the tool of user management. Thieceoobe used to add, modify or
delete user. The maximum available user is 30lamdumber of available user will
be shown in “Resource” field. As shown in Fig. 2afien you want to add a new
user, you should specify user name, password aréggoup for the user. You can

Intellisystem Technologieshttp://www.intellisystem.it
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modify user’s status in Modify Status window.

ATTENTION: The tool can only be invoked by usersradt group. The default root (root /

admin) cannot be removed and the user could remm@vether users of root group

Figure 2-5 User Management Window

Figure 2-6 Add and Modify User Windows

Functionalities may be disabled according to tlggnaiser’s group. The following table 1-1
represents the privilege of each group in Lanuncher

Item

Root

Power User

General Us

Monitor Start Up Mode

User Management

er

Intellisystem Technologieshttp://www.intellisystem.it
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Playback

Change Password

Exit

Lock / Unlock

Logout

Table 1.1 the Privilege in Launcher

3. Monitor start up mode — The option decides the @ogtype of Monitor that is
described in section 3 after Window boot up. Treeeethree kinds of types:
Service: Do not Autorun — The Monitor will be rus@aservice but it will not be invoked
automatically after Window boot up. Manual starisipeeded.

Service: Autorun — The Monitor will be run as avses procedure and it will be invoked
after Window boot up automatically without logineérding procedure will be also
invoked if proper schedule is configured. More dethout scheduler in Monitor, refer
section 4.

Non-Service — The Monitor will be run as a normadgedure (non-service). User can
invoke Monitor by using the interface provided bguncher.

Figure 2-6 Monitor Start Up Mode

NOTE: When Monitor runs as service procedure, It work in background after closing
(click on the close button in Monitor). It meanattthe recording procedure will be continued
and user does not need to worry about missing nuedathat you like to record.

As the following Fig. 2.7, a useful hint can helgeuto monitor the state of running
channel, monitoring channel and recording charivielre cursor on Launcher icon on

Intellisystem Technologieshttp://www.intellisystem.it
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system tray and the hint will pop up automatically.

Figure 2-7 The Hint of State

Running — The number of current running channai(8)onitor. Regardless of schedule,
all connected channel will be counted.

Monitoring — The number of the channel that is iagrwith schedule. If the connected
channel without schedule, the channel will not bented. Fig. 2-8 and Fig. 2-9 show
Launcher icon when the number is equal to zeronad@ respectively.

Figure 2-8 Launcher Icon with Zero Monitoring Chahn

Figure 2-9 Launcher Icon with Non-Zero Monitoringanel

Recording — The number of the channel that is céagmow. The following Fig. 2-10
shows Launcher icon when recording procedure isingn

Figure 2-10 Launcher Icon with Recording
Monitor — This starts up the Monitor. If the Monitig already running, move the focus
to it.

Playback — This starts up Playback. If Playbacdnsady running, move the focus to it.
Exit — This ends Launcher. If the user choosesdpigon, a message box will pop up to

confirm whether the user really wants to exit. #irms the user that exiting Launcher will
also close Monitor and Playback.
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Chapter 3 Monitor

3.1 Features of Monitor Tool

In this section, we will depict all features of th@nitor tool in this software.

3.1.1 Traditional Surveillance Features

The traditional surveillance features include thikofving
Real-time monitor
PTZ control
Recording

3.1.2 Special Features

In our digital surveillance system, we support ooty the features listed above but also the

following features, making the system more poweafudl convenient to use.
Simultaneous real-time monitoring and audio ane@w@icecording
High quality video, up to full-screen display
High compression ratio
Maximum support of 16 cameras with different moni&youts
Smart playback
Triggered event browsing with 9 preview video wino
Fast database searching
Auto alarm in different ways
Account-password protection

Different recording modes: Event-driven, Schedudedi Manual recording for each

camera

Intelligent database index modes: indexing by shérpe tag, time interval,

motion-detected events and digital-input events.
Just-in-time snapshot

AVI export

Motion detection with 3 alert windows for each came

Intellisystem Technologieshttp://www.intellisystem.it
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3.2 Application Layout and
Functionalities

This section demonstrates a global view of the Nwntool, as shown in Fig. 3-1.
| Components of the Monitor tool in details are shamthe following sections.

Figure 3-1 Overview of the Monitor Tool

There are several parts in the monitor tool:

Miscellaneous functions:

These include application exit, minimization, fattreen display, lock, stop alert, and
configuration menu for camera configurations, gla®tings, display and Ul settings,
scheduler settings, video/audio database backup,tla® user information of this
application software. The operation tips are pregidn-line when you move the mouse
cursor over each item.

Intellisystem Technologieshttp://www.intellisystem.it
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Channel area
This area displays the status of each channel.iffoemation indicates the status of
connection, recording, selection, and alert-eveggéred.

Video area

In this area, you can see the video of the seledbednel in the display frame. The
number of display frames in the video area depemdthe layout chosen by the user.
You can also do some convenient controls for tdewidisplay in it.

Layout area
You can change different monitoring layouts in @isa. There are six kinds of layouts
the user can choose from: 1, 4, 6, 9, 13, or 16oviisplay frames in the video area.

Hard disk status

In this area, you can get the status of the hask tiat the media database resides in.
This reminds you to arrange for available storage sf the recorded media database. If
the path set for recording is no longer valid oegsloot exist any more, the free space
will show “Invalid Path” to remind you to updateetketting.

Common control area
This area includes volume controller, manual reicgy,dvideo printing, and snapshot, as
well as a trash can to remove any video from dispames.

PTZ control

In this area you can do PTZ control, auto pan, patml, and preset location control of
the selected channel. The camera must be a rensuteal\Eerver / Network Camera
series product that supports PTZ functions.

DI/DO control

This tool receives digital input signal and sendgital output signal to the remote
Intellisystem Technologies Video Server/ Networkm@sa series product associated
with the dedicated channel.

Alert Message
This tool allows the display of the latest alertsseges received from the remote
Intellisystem Technologies Video Server / Networn@ra series product associated

Intellisystem Technologieshttp://www.intellisystem.it
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with the selected channel.

Talk

If the connected Intellisystem Technologies Videzrv@r / Network Camera series
product supports two-way audio feature, the toallmaused to talk with remote side by
using additional device, such as microphone.

3.3 Logging In

The authentication mechanism is implemented in than If user has already passed the
authentication in Launcher, Monitor can be involetthout further authentication. If not, the
Authentication of Launcher will be popped up andrusust pass it to get Monitor shows up.
There are three privileges in the user-protectigstesn: the root, the power user and the
general user.

3.3.1 The Privilege of Each Group

In the Monitor tool system, root privilege includéise right to access Intellisystem
Technologies Video Server / Network Camera serreslycts as well as changing local
settings. However, this root privilege is not tleane as that of the root privilege of the
Intellisystem Technologies Video Server / Netwoikn@ra series product. You can change
the settings of each selected Intellisystem Teduies Video Server / Network Camera in
the remote site only if you have the root privilegfehe remote Intellisystem Technologies
Video Server / Network Camera series product.

The following table 3-1 shows the privilege anditation of each group in Monitor:
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Item Root Power User General User
Backup

Camera
configuration
Display & Ul

settings

Global settings

Record

Schedule

DI/DO control
PTZ control

Change layout

Lock

Printer

Snapshot

Stop alert

Table 3-1 The Privilege of Each Group in Monitor

Again, if you need to change the settings of rendtdlisystem Technologies Video Server /
Network Camera series products, you must have dbe user password for each of the
products.

3.4 Camera Configurations

When you log in for the first time, you need to figare this application software to connect
to the remote Intellisystem Technologies Video 8eiMNetwork Camera series products in
“Configuration Menu \ Camera Configuration”, as wiman Fig.3-2. You must have the root
(administrator) privilege in order to run the caniration.
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Figure 3-2 Camera Configuration

ATTENTION: Once you click on “Configuration Menu\@e&ra Configuration” for setting
each camera, a warning window will pop up to wasn that all recording processes will be
stopped.

3.4.1 The Layout of the Configuration

In this section, we discuss the local settings loé ttonnection and the functional
configurations of each camera. If you are intekstethe remote settings for each camera,
you can refer to each Intellisystem TechnologiedeWi Server / Network Camera series
product’s user’s manual that was shipped with t#@ware. The following Fig. 3-3 shows
layout of Camera Configuration window.

NOTE: As for the location of the selected camera geed to make sure the location string
does not include prohibited characters such ag A ? " < > |". Otherwise, the “wrong”
location string will cause the application program malfunction. You can change the
location string in “Video->Text on Video” of them®te setting webpage.
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Figure 3-3 Layouts of Camera Configurations

3.4.2 Local Settings

In the local settings, as shown in Fig. 3-4, theeethree main functions:

Figure 3-4 Local Settings

Insert — This allows the user to insert a remote Intgdlism Technologies Video Server /
Network Camera series product to the camera listk©@n the “Insert” button, an “Insert
New Channel” dialog will pop up, as shown in Figh.3Specify the IP address, port and root
password of the remote Intellisystem Technologiee® Server / Network Camera series
product, and click on the “Ok” button to close thalog. The system will try to connect to the
selected camera. If the connection is successkilcamera will be inserted to the list.
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Figure 3-5 Insert New Channel Dialog

Delete — This removes the selected Intellisystem Techmeto Video Server / Network
Camera series product from the camera list. Yowlshselect a camera as shown in Fig. 3.6

to remove.

Figure 3-6 Delete a camera to the list

History — Clicking on the “History” button pops up a caméistory list that shows the latest
cameras that has been inserted into the camerdtistlist could contain up to 16 entries.
When you click on one of the cameras in the hislistythe camera will be inserted into the

camera list. The history list is shown in Fig. 3-7.
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Figure 3-7 Popup historical camera list.

3.4.3 Alert Settings and Recording Settings

Figure 3-8 Alert Settings and Recording Settings

Alert Settings:
These settings guide this program how to handleomatetection, digital input alerts, video

loss and remote alert.

Enable motion detect

With this checkbox checked, the program will trigtfee alert sound (specified in “3.5
Global Settings \ Alert Sound”) if motion is detedtfor the specified channel.

Enable digital input

This function is similar with that of “Enable MotidDetect”. Selecting this option will
activate the alert sound when the digital inputhef remote Intellisystem Technologies
Video Server / Network Camera series product ggared.
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Digital input alert

This option allows for defining the triggering eniton of the digital input of the remote
Intellisystem Technologies Video Server / Netwodni&ra series product. It can either
be high-level triggered or low-level triggered.

Enable video loss

Enable this option will trigger alert when vides$o The video loss will occur when
Intellisystem Technologies Video Server is conngeted do not connect to any proper
camera.

Enable remote alert
Alert sound will be played on remote side if theiop is enabled, alert sound has been
configured and the one of the above three alertdigm/digital/video loss) triggered.

NOTE: Above items may be disabled when the condesxtever doesn’t support the features.

Recording Settings:
Name

If you want to specify your own location name, spett in this field. Otherwise, leave
this field with the default value “<Default>". Yawill get a default location name which
concatenates the string in the server’s “Text ate®? field with an underline and the
channel index.

Record # secs. before event

Once the event recording is activated (using Sdiregjuor channels, you can use this
setting to regulate the time for the recordinghd triggered event. The recording will
start at the set time before the alert event starts

Record # secs. after event

This set how long the recording will last after #iert event triggered.
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Media Type

You can use this to specify which media type yoatta record, Video, Audio, or both.
In some case that the connection contains only anddia, the recorded data will
contains only media data though the choosen rempmiedia type is both. Similarly, if
the choosen type is audio, and the connection basawmdio data, nothing will be
recorded.

3.4.4 Changing the Camera Order in the List

You can use “drag and drop” in the grid area ofdlmmera list to change the sequence of the
connected Intellisystem Technologies Video ServBetwork Camera series products, as
shown in Fig. 3-9. This is helpful when you wamtéarrange the cameras’ order.

Step 1: Step 2:

Figure 3-9 Change the Sequence of the Connecte@i@am

3.4.5 Saving the Changes

Once you have clicked on the “Save” button in té&dm left corner of this window, the
changes for all camera configurations will be sasad validated immediately in this IP
surveillance system.

NOTE: If you try to change the remote settings oy #ntellisystem Technologies Video
Server / Network Camera series product in the vegegright part of this window), you will
need to apply the “SAVE” button in each correspagdiage in order to save the settings to
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the remote servers. There are different “SAVE” bt for changing the settings of the local
IP surveillance system and that of the remote llsyskem Technologies Video Server /
Network Camera series product.

3.5 Global Settings

After completing the connection for each remotelligystem Technologies Video Server /
Network Camera series product, you will need tofigoime the global settings for all the
connected servers. These include the media datali@story, the usage of the hard disk,
internet settings and backup status information.

Figure 3-10 Global Settings

You can activate the global setting window from t@iguration Menu \ Global Settings...” as
shown in Fig. 3-10.

ATTENTION: Awarning window will pop up to alert yothat all recording processes will be
stopped when activating the global setting window.
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Figure 3-11 Global Settings Window
Directory Settings:
Snapshot directory

This is the directory for storing the snapshotslimp format from channels as shown in

Recording directory

This is the directory for storing the recorded naedita from remote channels.

Scheduler directory

This is the directory for storing the default arsracustomized plots for the recording
schedule of each channel.
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Record Diskspace Usage Settings:

Cycle Recording

When this setting is turned on, the media databgsim will overwrite the oldest data
if the usage of the current database has reachstbitage limitation. In other words, it
will record media data circularly. If this settirggnot selected, i.e. unchecked, a warning
message will pop up when it is approaching thetétion. After that, it stops recording
when the limitation of the hard disk usage is reach

Reserved space

This indicates the size of the hard disk to be ek on the recording disk. If the
recording data exceeds this limitation, the newaming media data will replace the
oldest data if “Cycle Recording” was selected. Puéfer mechanism will take some
space if some channel is already configured butexmirding.

Internet Settings:

You can set the proxy server and the IP filter ligking on the “Internet Settings” button.
This setting is helpful for connecting IntellisysteTechnologies Video Server / Network
Camera series product in the Intranet while thexypserver is in use at the same time.

You can enable or disable the usage of the proxaeséy the check box shown in Fig. 3-12.
If you enable both the proxy server and IP restnigtthe listed IP addresses will not be
applied to the proxy server. Often, the listeddBrass will be the one assigned to the Visual
Server / Network Camera series product in the fetra
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Figure 3-12 Internet Proxy Settings

Backup Settings:
In this setting, you can select the directory, neaglyemote hard disk, for the media database
backup; as well as the backup size of your backegian

Backup Location Select:

This window provides the settings for backup areldkeletion of media database. You can
select the check box to direct which channels riedzk backed up. You can also click the
“Delete” button on the right to delete the medidatlase corresponding to the selected
channel. Several kinds of backup status informatlh be shown for each channel.
Normally the status shows the time of the last bpckvhich indicates the time you last
backed up to the dedicated media. “No Data” melatsthere is no media data recorded for
this channel. “All Backup” means all the data imstlocation have been backed up. “First
Backup” means there are media data recorded ferldbation and there has not been any
backup operation prior. Please refer to SectiorB3af the activation of backup operations.

Network Account:

As shown in Fig.3-13, if you want to set the recpath to the network drives, yoshould
enable the option “Account to Access Network Drivahd give the local user’s name,
password and network domain. To backup data toar&tdriver, you also need to setup the
account.
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Figure 3-13 Network Account Drive settings

NOTE: The network account must be able to loginniaehine that runs the application and
also the machine that provides the network driweif 8ither one of the machines is not join
the network domain, the network drive would notbanected.

3.6 Display & Ul Settings

Options of video display and alert settings canruaelify in Display & Ul Settings dialog.
Recording and monitoring can be continued whenggen this dialog. You can activate the
Display & Ul setting dialog from “Configuration Men Display & Ul Settings...” as shown
in Fig. 3-14

Figure 3-14 Display & Ul Settings

Intellisystem Technologieshttp://www.intellisystem.it

3-36



16CH Smart VS-IP Surveillance System User’s Manual

Figure 3-15 Display & Ul Settings Window

Local Alert Settings:

You can load custom *.wav file for the sound ofrateiggering. You can also listen to the
sample of the chosen sound file by clicking on“tPlay” button (the button with black right
arrow).

Remote Alert Settings:
As local alert settings, you can load *.wav file tbe sound of alert triggering and the sound
will be played on the remote side.

NOTE: If user doesn’t enable alert settings thatdbed in section 3.4.3, alert sound can’t be
play when proper event occurs. Remember to engdatesattings which you like to.

Snapshot Format:
There are two kinds of snapshot format (.jpg amap)othat can be selected by user.

Modulation Mode:

You must select the input signal format (NTSC, P&LCMOS) to display the original
resolution of video stream from the remote Intgiiem Technologies Video Server /
Network Camera series product.
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NOTE: You must select the input signal format adoay to the camera type or CCD module
type that is connected to the remote Intellisystegnhnologies Video Server / Network
Camera series product, regardless of the powercbneected is 50 or 60 Hz.

Display Options:

In the video displaying frame of each channel,dlee two status bars associated with it. On
the upper side, the status contains “Camera latagiod “the time of the remote site”. On the
lower side, the status includes “Connection timed &Recording time”. As shown in Fig.
3-16, all can be enabled or disabled individudilye “Apply to full screen mode” can also be
turned on. Once it has been selected, the statughbeach channel will show the date,
location, connection and recording time in botlpliging frame mode and full screen mode.

Figure 3-16 Status on the Displaying Frame.

Miscellaneous:
Click on image to enable PTZ

Enable this option can let you control PTZ by dlnckon displaying frame. If this option

Is enabled, the cursor icon will be changed whesaumoving into a displaying frame

which associates with a PTZ-enabled Intellisysteathhologies Video Server /

Network Camera series product, as shown in Figr.3¥bu can move camera to any
point you want by clicking on displaying frame.
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Figure 3-17 Cursor change to click on image mode.

Enable PTZ hot key
When the option is enabled, user can control PTideta by using keyboard. The
following table represents functionality of eaclt key:

Hot Key Functionality
NUMPAD 0O AutoFocus
NUMPAD 1 Focus -
NUMPAD_2 Down
NUMPAD_ 3 Focus +
NUMPAD_ 4 Left
NUMPAD_5 Home
NUMPAD_6 Right
NUMPAD_7 Zoom -
NUMPAD_8 Up
NUMPAD_9 Zoom +

NUMPAD_DIVIDE Pan
NUMPAD_ MULTIPLY Stop
NUMPAD_SUBTRACT Patrol

Table 3-2 PTZ Hot Key

Apply to new device

After reconnected to Network camera or Intellisgst€éechnologies Video Server, if
Monitor found that the server type changes, fomgXa, the original camera is with a
built-in PT len, but the connected device is allisigstem Technologies Video Server.
This setting tells the Monitor to accept the newide and use the previous setting
values (such as schedule and recording media typ#;) For more detail, please refer
to section 3.7.1.
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3.7 Using Monitor Tool

This section depicts methods of manipulating thenitéw tool.

3.7.1 Connection of the Intellisystem Technologies
Video Server / Network Camera Series

Channel:

Once you have connected a Intellisystem Technatoyideo Server / Network Camera

series product, you can drag and drop the cameteetoideo area. As for the channel area
shown in Fig. 3.18, if you have not set up the aaner the channel, the color of the channel
number will be gray. Once you have set up the canmethe channel, the color of the channel
number will be blue. This also means that this deans associated with the remote

Intellisystem Technologies Video Server / Networani&r