IT-114PRI-AHD-1MP
IT-124PRI-AHD-2MP

AHD IR Plastic Bullet Camera

o Low illumination, Color 0.1 Lux, B/W OLux (IR ON)

® Auto Realize Color to B/W, Day/Night Surveillance

e Auto BLC

e Support Auto White Balance, Adapt to Different Surveillance Environment
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SPECIFICATIONS

Model No. IT-114PRI-AHD-1MP IT-124PRI-AHD-2MP
Model Type 1.3 MP AHD IR Plastic Bullet Camera 2.0 MP AHD IR Plastic Bullet Camera
Image Sensor 1/3” CMOS 1/3” CMOS
Signal System PAL/NTSC
Exposure Auto Electronic Shutter
Camera Sync. System Internal
Lens 3.6/6mm Optional Fixed Lens
Low illumination Color 0.1Lux@F1.2, B/W OLux (IR ON)
IR Distance IR 30M/ 24pcs IR LED
S/N Ratio <52db
White Balance Auto
OSD Menu Support
0SD AGC Auto
BLC Auto
Day/Night Mode IR Sync. Control, Support Smart IR
IR CUT IR CUT Filter
Video Output 1.0Vp-p.75Q
Power Supply DC12v
Working Temperature -10°C ~45°C
General Protection Level IP65
Power Consumption 3.7W
Dimensions 68(W)X200(W)MM
Weight 258g
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Intellisystem Technologies S.r.l. — Via Augusto Murri, 1 — 96100 Siracusa — Phone +39 (0)931-1756256 / +39 (0)2-87167549 - Mobile (+39) 335 1880035

em@il: info@intellisystem.it WEB: http://www.intellisystem.it
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